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114" Dia HS bolts after galvanizing. round head brass
total 6 to be snug tight

NOTE:

Drill thru outer collar and

post wall for bolts. Provide

contoured washers and
hardened washers under
bolt head and nut.
Contoured washers to
be 3" x 3" x Y% Min.
Grind face to fit.

Backside walkway and
interior grating
(Only required when

specified on Project Plans)

Backside Weld Lug
for backside walkway,
(Project specific,
see Note

Interior walkway grating support.
1 per Vert member on long span of
cantilever arm. Adjust to clear
Vert and Diagonal bracing. Spacing
not to exceed 5'-5¥,;" See

"INTERIOR WALKWAY GRATING

DETAILS" on Standard

Plan S133. (See Note 2)

Safety Cable Anchorage CMS 510 —=

see "EXTERIOR SAFETY

.. . DIST‘ COUNTY ‘ ROUTE ‘ POST MILES ‘SHEET TOTAL
Galvanizing drain hole. TOTAL PROJECT | NO.|SHEETS
Drill and tap thru cap 7" Di :

Ly ia bolt circle
plate for 1" Dia A307

bolt, %" clear of inside Drill_and tap thru
collar wall. Install bolt cap R for 4" Dia

machine screw 1"
long, 4 hales
equally spaced.
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The State of Callfornia or Its offlcers or
agents shall not be_responsible for the accuracy
or complefeness of electronlc coples of this pian
shoer.

Bolt acces hole

To get fo the Calfrans web sife, go to: hitp:/ /www.dot.cagov

8" Dia x V4"
cover B

NOTES:

1. Crossties at vertical and
diagonal Ls and internal

PLAN
BOLT,ACCESS HOLE diagonals not shown for clarity.

2. Interior grating, backside safety
cable and backside weld lugs shall
be installed only for projects

DETAIL A requiring backside walkways.
Backside Weld Lug. Stainless steel cable.
Backside walkway, Backside walkway,
(Project specific, (Project specific,

see Note 2) see Nate 2)

DETAIL A

E
E
g"ﬂ_ﬁ Safety Cable Anchorage see
N\ "BACKSIDE WELD LUG" details on
Standard Plan S141. Backside

walkway, Project specific,
see Note 2
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Exterior Safety

steel cable
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CABLE ANCHORAGE" on
Standard Plan S141

Cable Anchorage
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Z - ' - - OVERHEAD SIGN-TRUSS
Interior walkuay Valkny brocket Between exferior SINGLE POST TYPE
procket, P Sondara man sat=s PLAN AND UPPER BOLT DETAILS
PLAN FULL CANTILEVER
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Exterior walkway
bracket, Typ
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